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Electrical Characteristics

Maximum Flow Rate
Minimum Flow Rate
Nominal Flow Rate
Cyclic Volume

Max Working Pressure

Index Max Indicator

Starting Flow Rate

WEw L wEw L]
E= | [ |
|
|
|
|
G1.6 G2.5 G4 G6 G10 G16 G25
Residential Residential Residential Residential Commercial Commercial Commercial
2.5m3/h 4 m3/h 6 m3/h 10 m3/h 16 m3/h 25 m3/h 40 m3/h
0,016 m3/h 0,025 m3/h 0,04 m3/h 0,06 m3/h 0,1 m3/h 0,16 m3/h 0,25 m3/h
1,6 m3/h 2,5m3/h 4 m3/h 6 m3/h 10 m3/h 16 m3/h 25 m3/h
1,2dm3 1,2dm3 1,2dm3 2,2dm3 5,6 dm3 5,6 dm3 11,2dm3
0,5 bar 0,5 bar 0,5 bar 0,5 bar 0,5 bar 0,5 bar 0,5 bar

99999,999 m3

99999,999 m3

99999,999 m3

99999,999 m3

99999,999 m3

99999,999 m3

99999,999 m3

3 dm3/h

3dm3/h

5dm3/h

8 dm3/h

13 dm3/h

13dm3/h

20 dm3/h

2 kg
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2 kg

2 kg

3.4 kg

6.8 kg

6.8 kg

12- 20 kg



